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STANDARD CLASSROOM

RM

ROADMASTER SCHOOL SPECIFICATION

FLOOR
Constructed of l8mm OSB3 on 225mm x 44mm
softwood headers and joists at
600mm centres and bridging every 1,220mm.
Insulated with 100mm fibreglass. All timber is
machine pressure impregnated with preservative. u-
value - G.37 (wm~K).
Floorcovering is heavy duty vinyl sheet.

WALLS
All external walls are in one piece bonded sandwich
construction, incorporating
softwood framing 71mm x 38mm @ 600mm centres.
Insulated with 71mm flame
retardant polystyrene (density - 20kgs per cubic
metre). Lined externally with 0.7mm plastisol coated
HDG steel (Class 0 and internally with 15mm painted
firecheck board giving 60 minute fire rating inside to
comply with British Standards 476. U-value of 0.37
(wm2K).

ROOF
Sheeted internally with painted 12.5mm plasterboard
on roofjoists at 400mm centres which has a half hour
fire rating, to comply with British Standards 476/6/7.
Sheeted externally with one piece Marleydek sheeting
(fire rating designation AA) on 9mm WBP exterior
grade plywood. Insulated with 150mm fibreglass. U-
Value 0.25 (wm2K).

FLOOR AREA:
76m² / 818ft²

WINDOWS
All windows are uPVC top opening vent, double
glazed c/w fixed ventilation.

DOORS
External doors have anodised aluminium frames
and 1981 x 864 x 44mm door leaf with plastisol
steel on both sides. All internal doors are half
hour prefinished sapelle (FD3OS). All doors
have thumb turn locks.

PARTITIONS
All internal partitions are constructed with 50mm
x 36mm softwood at 400mm centres and
finished with painted 12.5mm plasterboard on
both sides with matching trims and skirting. Fire
rating - half hour which complies with British
Standards 476/6/7.

ELECTRICAL
Standard electrical installation in Steel Conduit
having surface fitted switches and socket outlets all
wired back to a main board. Emergency exit light
and bulkhead over emergency exit door.

SMOKE ALARM
All units are fitted with mains smoke alarms c/w
battery back-up.
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